
BENEFITS
n	 ATEX and IECEx Certified for Zones 

1 & 2 (gas), 21 & 22 (dust)

n	 INMETRO Certified

n	 Lightweight and portable

n	 12 Hour duration

n	 Light Output 1250/2000 lumens

n	 Unique protection system to cope with 
paint overspray

n	 Compatible accessory items available

n	 Maintenance friendly

n	 Low battery voltage warning

n	 Specialised charging system

n	 Waterproof and dustproof
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SPECIFICATIONS
CERTIFICATION

 II 2 GD 
Ex eb ib mb op is IIC T4 Gb 
Ex tb op is IIIC T85°C Db

INGRESS PROTECTION
IP66

OPERATING TEMPERATURE
-20°C/+43°C 

BATTERY DURATION
12 Hours (Normal) 
6 Hours (Boost)

LIGHT OUTPUT
1250 (Standard) 
2000 (Boost)

CHARGE TIME
6 Hours

DIMENSIONS
430mm (w) x 260mm (d) x 390mm (h)

WEIGHT
13.8kg

STRONG AND 
VERSATILE DESIGN 
FOR DIVERSE 
APPLICATIONS
The powerful SA LUMIN LED Rechargeable Floodlight is 
lightweight and fully portable. Hosting an intense light 
output of up to 2000 lumens. Being fully certified for 
Zones 1 & 2 (Gas) and Zones 21 & 22 (Dust) it has been 
designed to make working in confined spaces even safer. 
Featuring no trailing cables vastly reduces trip hazards, 
while the powerful light output easily illuminates the 
working environment. Ergonomically designed for easy 
manoeuvrability, it is extremely user friendly.

LED RECHARGEABLE 
FLOODLIGHT
SARF300

CORE PRODUCT INFORMATION
SA LUMIN EX LED Rechargeable  
Floodlight 
c/w Mains Charger
Order Code: SARF300 

SA LUMIN Floodlight Scaffold Bracket
Order Code: SAFL/SN 

SA LUMIN Floodlight Magnetic Bracket
Order Code: SAFL/MB 

SA LUMIN Floodlight Protective Shield
Order Code: SAFL/PS 

SA LUMIN Floodlight Protective Film 
Order Code: SAFL/PF 

SA LUMIN Floodlight Tripod Stand
Order Code: SAFL/TS 

Protective Case for SA LUMIN  
EX LED Rechargeable Floodlight
Order Code: SARF/PBX 




